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Thickness 45 mils  
(1.14 mm) 

 Application  
 

Refer to the applicable Siplast Technical Guide and applicable Siplast details for information on 
the application of Parasolo TPO Heat-Weldable Cover Tapes.  
 

   
 
 
Storage and Handling 

 
All Siplast roofing products should be stored on a clean, flat surface. All roofing products should 
be stored in a dry place out of direct exposure to the elements and should not be double stacked. 
Material should be handled so that it remains dry prior to and during installation. 
 
See product packaging and the Safety Data Sheet for specific information on the safe handling of 
this product. 
 
 
Packaging 

 
Rolls Per Case: 2  
Weight Per Box: 34 lb (15.42 kg)  
Boxes Per Pallet: 27 
 
 

Roll Size 60 in x 100 ft  
(1524 mm x 30.48 m) 

 

Self-Adhered 
Area 

3 in 
(76.2 mm) 

 

Heat-Weldable 
Area 

3 in 
(76.2 mm) 

 

  

 

PARASOLO® TPO HEAT-WELDABLE  
COVER TAPE 

Commercial Product Data Sheet 

Parasolo® TPO Heat-Weldable Cover Tape is a single-ply accessory used to increase 
efficiency when stripping-in the flanges of edge-metal components.  

Contact Siplast for information on approved product uses. 

 

Current copies of all Siplast Commercial Product Data Sheets & Safety Data Sheets are posted on our website at www.siplast.com 
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