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Colors White 

 Application  
 

Refer to the applicable Siplast Installers Guides for specific applications. 
 
 
Storage and Handling 

 
All Siplast roll roofing products should be stored upright on a dry, clean, flat surface. All roofing 
products should be stored in a dry place out of direct exposure to the elements and should not be 
double stacked. There is no shelf life limitation with proper storage. 
 
See product packaging and the Safety Data Sheet for specific information on the safe handling of 
this product. 
 
 
Packaging 

 
Roll Dimensions: 
12 in x 82 ft (305 mm x 25 m) 
12 in x 164 ft (305 mm x 50 m) 
25 in x 164 ft (630 mm x 50 m) 
41 in x 164 ft (1050 mm x 50 m) 
 
 
Listings, Approvals, & Certifications 

 
 
  
 

 

Nominal 
Thickness 

40 mils 

 

Weight 110 g/m2 

 

Water 
Absorption < 1% 

 

  

  

 

PRO FLEECE 
Commercial Product Data Sheet 

Pro Fleece is a non-woven, needle-punched polyester fabric reinforcement designed for 
compatibility with Parapro, Terapro, and Paraflex liquid products. 

Contact Siplast for specific information on approved product uses. 

 

Current copies of all Siplast Commercial Product Data Sheets & Safety Data Sheets are posted on our website at www.siplast.com 
Rev Date 2/2022 
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