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Color Natural Translucent Glass 

 Application  
 

Refer to the applicable Siplast Technical and Installers Guide for detailed application information, 
including application/coverage rates. 
 

 
 
 
Storage and Handling 

 
Store in closed containers on a clean, flat, dry surface out of direct exposure to the elements. Pro 
Texture Beads do not have a shelf life. 
 
See product packaging and the Safety Data Sheet for specific information on the safe handling of 
this product.  
 
 
Packaging 

 
Unit: 5 kg (11 lb) pails 
 
 

Coverage Rate 0.002 kg/sf (2500 sf per unit) to 
0.01 kg/sf (500 sf per unit) 

 

Specific Gravity 2.45 – 2.50 g/cm2 
 

Bulk Weight 1.5 kg/L 
 

Hardness (Mohs) 5.5 
 

  

 

PRO TEXTURE BEADS 
Commercial Product Data Sheet 

Pro Texture Beads consist of hardened, spherical soda-lime glass beads that are used in 
conjunction with Terapro and Parapro Systems to generate a textured surface. 

Contact Siplast for specific information on approved product uses. 

 

Current copies of all Siplast Commercial Product Data Sheets & Safety Data Sheets are posted on our website at www.siplast.com 
Rev Date 2/2022 
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